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ONE (1) CHIRON, MODEL DZ15W, 2014, 5 AXIS MACHINING CENTER
Stock Number:  2354
Cost:  $155,000.00
Description:

TWO  SPINDLES

TWO  PALLETS
TWO  (2)  24  TOOL  CHANGERS

INDEXING  TABLE

FOUR  WORK  HOLDING  DEVICES  ON  EACH  HALF

SPECIFICATIONS:

DRILLING  CAPACITY  IN  STEEL,  2  X  36MM  (WITH  INSERT  DRILL)

TAPPING  CAPACITY  2  X  M24

MILLING  CAPACITY  IN  STEEL  2  X  150  CM3/MIN

COLUMN  MOVING  MACHINING  CENTER:

MACHINE  BED IN  MINERAL  CAST  TECHNIQUE

AND  INTEGRATED  WORK  PIECE  SWIVEL  TABLE

SUITABLE  FOR  DRY-MACHINING  WITH  EXCELLENT  CHIP  CONTROL

MAIN SPINDLE  DRIVE  WITH  TWO  AC  MOTORS

SPINDLE  SPEED   -  20,000  RPM

TRAVEL:

X  AXIS  -  24.8  INCHES

Y  AXIS  -  15.7  INCHES

Z  AXIS  -  14.17 INCHES

SPINDLE  DISTANCE  IN  X  AXIS  -  12.98  INCHES

AUTOMATIC  TOOL  CHANGERS:

STOOL  SHAFT  HAS  A63

MAX  TOOL  DIA  78MM  IF  ALL  POSITIONS  OCCUPIED

MAX  TOOL  DIA.  140MM  IF  ADJACENT  PLACES  ARE  OPEN

MAX  TOOL  LENGTH  300MM

MAX  TOOL  WEIGHT  5.0KG

CHIP TO  CHIP TIME  -  2.4  SECONDS, (DEPENDS  ON  CNC)

INTEGRATED  WORKPIECE  SWIVEL TABLE  0-180  DEGREES

WORKPIECE  SWIVEL  TIME  -  3.5  SECONDS  DEPENDING  ON  WEIGHT

TABLE  LOADING  CAPACITY PER  SIDE  250 KG  (120  KG  DIFFERENCE  BETWEEN

THE  TWO  TABLE  SIDES

CHIRO  STANDARD  FIXTURE  FOR  ROTARY  TABLE

BRIDGE  SIZE  800MM

HYDRAULIC  UNIT

AC  SERVO  MOTORS  FOR  X,  Y  Z  AXIS

SIEMENS  CNC  CONTROL  840D

CHIRON  MAINTENANCE  MANAGEMENT  IN SCREEN

RIGID  TAPPING

CABINET  COOLER   AS  DOOR  MOUNTING  UNIT

SIGNAL  AMP  

FULL  MACHINE  ENCLOSURE

MINI  OPERATING  PANEL

COOLANT  EQUIPMENT  WITH  CHIP  CONVEYOR

DISCHARGE  HEIGHT  490MM

KNOLLL  VACUUM  450/900  SYSTEM

CONDITION  -  EXCELLENT
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